
 

 
 

N70 HILUX INTERCOOLER KIT INSTALLATION GUIDE 
  

 

 

 

 

 

 

 



 

 

OEM INTERCOOLER REMOVAL 

 

1) Start by removing the engine cover. 

 

 

 

 



 

 

2) Loosen the 4 hose clamps on the silicones 

attaching the factory intercooler to the turbo 

outlet and intake manifold. 

 

3) Disconnect wiring connectors and vacuum hose 

from MAP and air temp sensors.  

 

 



 

4) Remove the bolts securing the OEM cooler. 

(Once removed ensure you protect the turbo 

outlet and throttle body from debris entering 

during the installation process). Proceed to 

remove the sensors for later installation. 

 

 

 

 



 

5) Unbolt 2X factory intercooler support brackets 

from the head on driver side. 

 

 

 



                        Remove the front grill. 

 

 

 

6) Remove plastic inserts beside both head lights 

and unclip the wiring from centre support brace 

and horns. 

 

 



7) Unbolt horns, centre support brace and the 

bonnet latch. 

 

 

 

 

 

 



PLAZMAMAN INTERCOOLER INSTALLATION 
 

WE WILL NOT BE HELD RESPONSIBLE FOR ANY DAMAGE OR MISTAKES MADE DURING 

THE INSTALLATION PROCESS. 

 

8) Using the supplied jig in your kit, remove radiator 

bracket bolt one side at a time and centre the 

locator hole in the square cut-out of the rad 

support as shown in pictures. 

 

N70 HOLE SAW JIG 
 

 



 



 



9) Ensure jig is tight, then using a 70-72mm hole 

saw, drill out the radiator support. (Be careful 

not to drill through the jig or anything behind the 

radiator support). Then repeat on opposite side. 

  

 



 



 


